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In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 

2011 (the Construction Products Regulation or CPR), this certificate applies to the construction product 

Obiwand systeemwanden 
Scope of certificate: Internal partition kits for use as non-loadbearing walls 

 
placed on the market under the name or trademark of 

Obimex bv  
and produced in the manufacturing plant 

Almelo 
This certificate attests that all provisions concerning the assessment and verification of constancy of 

performance described in Annex ZA of the standard  

EAD 210005-00-0505 

 

are applied and that the factory production control is assessed to be in conformity with applicable 

requirements. The assessment of the factory production control takes place on voluntary basis since this  
assessment is not a formal task for a notified factory production control certification body according to the 
CPR annex IV.   

 

This certificate was first issued on 2023-01-01 and will remain valid as long as neither the ETA, the EAD, 

the construction product, the AVCP methods nor the manufacturing conditions in the plant are modified 

significantly, unless suspended or withdrawn by the certification body.  

 

 
Ron Scheepers 

Kiwa 

Publication of this certificate is allowed. 

Advice: consult www.kiwa.nl in order to ensure that this certificate is still valid. 

Manufacturer 

Obimex bv  

Twentepoort West 39 

7609 RD  ALMELO 

Postbus 804 

7600 AV  ALMELO 

Tel. 0546 45 55 13 

info@obimex.nl 

www.obimex.nl 

 

Manufacturing plant 

Obimex bv  

Twentepoort West 39 

7609 RD  ALMELO 

 

 

 

 

 

Kiwa Nederland B.V. 

Sir Winston Churchilllaan 273 

Postbus 70 

2280 AB  RIJSWIJK 

The Netherlands 

Tel. +31 88 998 44 00 

Fax +31 88 998 44 20 

info@kiwa.nl 

www.kiwa.nl 
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Internal partition kits for use as non-loadbearing walls 

 
SCOPE 

ObiWand internal partition kits are to be used as relocatable non-loadbearing partitions in buildings with a mean air temperature in 
the range from 5 ºC to 35 ºC and a mean daily air relative humidity (RH) in the range of 20 %RH to 75 %RH. 

Partition kits types: 
• OBI-100 STANDAARD, 
• OBI-200 STANDAARD PLUS, 
• OBI-300 DELUXE, 
• OBI-400 MONOBLOK, 
• OBI-600 VOLGLAZEN WAND. 

 

 


